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System installation and configuration  
 

This chapter shows the software and hardware requirements for running “InteriCAD 

Lite 2.0”, and also introduces how to install and configure the system.  

(A) System requirements 

In order to run InteriCAD Lite 2.0, it is necessary for your system to include the 

following components:  

Component  Requirements  

Operating system  
Microsoft® Windows® XP SP3, Windows® Vista, Windows® 7, 

Windows® 8 / 8.1, Windows® 10 

Processor  
Intel i3 or above 

Intel i5 or i7 with 4 cores is recommended for Photon Render 

Memory  
2 GB RAM or above for Windows XP  

4 GB RAM or above for Windows Vista / 7 / 8 / 8.1 / 10 

Hard drive  
6 GB (including model library), at least another 6GB is 

needed as swap space  

DVD drive  8 speed or faster  

Video Card  

OpenGL compatible video cards with true color  

Another 1GB RAM is required for integrated video card  

NVIDIA® GeForce® Standalone video card is recommended  

Display resolution  At least 1024 x 768 screen resolution  

Internet connection 
Broadband Internet access is required for software updates 

and model download.  

 

(B) Important Things to Note before Installation  

1. The hard disk drive has free space more than 11GB.  

2. Set the color quality as 32bit, or you cannot enter to 3D mode.  

3. Before starting installation, close all applications currently running on your 
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system—including other YFCAD applications, Microsoft Office applications, and 

browser windows.  

4. If you have installed any former version of InteriCAD Lite, please uninstall first.  

5. For Windows Vista / 7 / 8 / 8.1 / 10, you must disable User Account Control (UAC) 

before installation. Otherwise the installation may be incomplete. 

 

� Windows Vista: Select Start� Control Panel� User Accounts� Turn User 

Account Control On or Off. Turn it off and restart your computer.  

 

 

� Windows 7 / 8 / 8.1 / 10: Start � Control Panel � System and Security � 

Change User Account Control settings, drag the button to ‘Never notify’. 

Restart computer. 

 

 

 

 

Uncheck this box. 

2. Click "System and 

Security". 

1. Select 

"Category". 

3. Click "Change User Account 

Control settings". 
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Remain the button at "Never notify" and do not change the setting again. 

6. To ensure full installation, please disable temporarily the anti-virus control during 

installation of InteriCAD. Otherwise the installation may be incomplete. 

7. Do not connect the USB software dongle to computer before completing all 

installation. Connect it when you finish all installation. 

8. Administrative Permission: to install and run InteriCAD, you must have 

administrator permissions. Domain administrative permission is not required. 

 

(C) Installation of InteriCAD Lite 2.0 
 

Again, please temporarily disable the antivirus software before installation and enable 

it after installation, otherwise the installation may be incomplete. 

 

Step 1. Find the “setup.exe” file in “InteriCAD Lite 2.0” folder. 

 

 
 Double click “setup.exe” to start 

InteriCAD Lite 2.0 installer. 

5. To make this 

setting effective, 

computer must be 

restarted. 

4. Drag the button 

to "Never Notify". 
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Step 2. Click "Next" to continue. 

 

 

Step 3. Read the license agreement. Then select “I accept the agreement” and click 

"Next" to continue. 
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Step 4. Select the location folder as the destination folder of the software. You can 

change the folder by clicking “Browse” and select your folder. Then click "Next" to 

continue. (It is more recommended installing the software on C:\ InteriCAD_Lite) 

 

 

Step 5. Click “Install” to start installing of main program. 
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Step 6. Wait about several minutes. 

 

 

Step 7. Now we need to install YFCAD Update Center. Click “Next” to continue. 
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Step 8. Select the location folder as the destination folder of the software. The default 

folder is “C:\Program Files (x86)\YFUpdate”. You may change the folder by clicking 

“Browse”. Then click "Next" to continue. (Suggest keeping the default path.) 

 
 

Step 9. Click “Install” to continue. 
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Step 10. Click “Finish” to continue installation. 

 
 

Step 11. Install the driver of USB software dongle. Click "Next" to continue. 
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Step 12. Click "Next" to continue. 

 

 

Step 13. When the installation is completed, click “Finish”.  
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Step 14. This is about setting 3DMax plugin, which is the optional installation for 

linking up 3ds Max with InteriCAD Lite.  

 

� If you don’t have 3ds Max installed on your computer, click "Setting Later" to 

continue. 

 

� If you have 3ds Max (version from 2009 to 2013) installed on your computer and 

may export .max file to InteriCAD Lite, please click “Browse” and select your 3ds 

Max installation folder. Then select your 3ds Max version, click “Setting” to finish. 

Note that the highest version of 3ds Max currently supported is 2013 and 64-bit 

version is only available on 3ds Max 2013. 

 

* You may skip this setting at this stage and configure the same setting later. After 

completing installation of InteriCAD Lite, run the SetMaxPlugin.exe file on 

“C:\InteriCAD_Lite\menu” folder to set 3DMax plugin again. 

 

 

Step 15. Input your authorization codes provided by the Supplier on "Input Code" and 

click "Add" one-by-one, after inputting all codes, click “OK”. You may have at least two 

sets of codes, depending on the module(s) your purchased. 

Click "Setting Later" 

if your computer 

does not install with 

3ds Max. 
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* If you skip inputting codes at this stage, you can input it again later after installing 

InteriCAD Lite. Run SetModelCode.exe from “C:\InteriCAD_Lite\menu” folder and 

you can find this Set Model Code again. 

 

Step 16. After finishing the installation, click “Finish” to exit Setup. 

 

 

Step 17. Before running InteriCAD Lite, connect the USB software dongle to the 

computer and the system will recognize the driver for the first connection. Then you 

can start InteriCAD Lite. 
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(D) The update via YFCAD Update Center 

YFCAD Update Center will be executed automatically upon each startup of Windows. 

If your computer is connected to the Internet, it will detect if there is any new update 

available.  

 

When new update is detected, a pop-up screen will be 

shown at the bottom right-hand corner. Click "Yes" and 

the installation will be done automatically. 

 

(Note that InteriCAD Lite must be shut down when 

executing the update.)  

 

Special Care to USB Software Dongle and your files 

♦ When running InteriCAD, the USB software dongle must be connected to the 

computer all the time, otherwise the program cannot be activated. 

♦ To ensure stability of power supply, please connect the software dongle to your 

USB port from motherboard at the backside of computer.  

♦ It is recommended to save all files on your local hard drive for maximum efficiency. 

Note that files saved on server or external drive will greatly reduce the efficiency 

of software running. If resources are not sufficient, files may not be saved 

properly. 

♦ Do not enable Sleep Mode of computer. It may affect program running especially 

when rendering is in progress. 

♦ The USB software dongle is the symbol of your investment on commercial 

version of InteriCAD software. Please treat it the same as other company assets, 

protect and ensure the full value of your software. Because missing or any 

damage on software dongle cannot be replaced free of charge.  

 

Hong Kong Distributor: 

 

Goldex Information Technology Limited 

Address: Unit 502, Sunbeam Plaza, 1155 Canton Road, Mongkok 

Web Site: www.goldex.com.hk 

General enquires: 34273617 

Technical support: 34273546 / support@goldex.com.hk 


